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Obersicht Variablen Typen Ablaufe Handfunktionen HMA-Konfiguration Events Prozesse Bedngungen Parameter Add.ons

N> SaveRestricted
(2 Module1AeMesSequenceSpc01
(3 Module1AeMesSequenceSpc02
(32 Module1AeMesSequenceSpc03Fartiess
(3 Module1AeMesSequenceSpcO4Partiess
(3 Module1AeMesSequenceSpc05Partiess
(32 ModuleTAeMesSpcTest
(3 Module1AeMesSequenceSpc03
=0ce
(] Probes
N Probe Search Mode
(] Config
8 Decimal

[Z» TypeVar
{20 TypeVersion
=] DataSet

G
() Probes
R Probe Search Mode
(] Config
N Decimal
N SubChain
N Data Management
[& LineNo
(& StationNo
[& Stationldx
R Eubin

~| Bgenschaften | [ Data Management

'+ Plichtparameter (nicht zugewiesen) # Prichtparameter (igewiesen)

Data Management (Constant BYTE)
Daten Management

CSVfile





image4.png
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OnApplyParameters

Loclll_ToolChange.Unit.rUnit REF= Modulel.Unit; -
AcMesRoot._initDone () ;

// AsMesFu_x Wp x_Tp_x startup paramsters of 'Positioning’
Positioning.Unit[PositioningTnstIdx.LOC121] .LocationList[1].sct (FuNo := Modulel.Unit.Location.FuNo, WorkPos :
Positioning.Unit[PositioningTnstIdx.LOC121].Location := Positioning.Unit[PositioningInstIdx.LOC121].LocationI
Positioning.Unit[PositioningTnstIdx.LOC121].rUnit REF= Modulel.Unit;

AcMesRoot._initDone () ;

// AsMesFu_x Wp x Tp_x startup paramsters of 'Locl31_PartProcessing’
Loc131_PartProcessing.Unit.LocationList[1].set (FuNo := Modulel.Unit.Location.FuNo, WorkPos
Loc131_PartProcessing.Unit.Location := Locl31_PartProcessing.Unit.LocationList[1];
Loc131_PartProcessing.Unit.rUnit REF= Modulel.Unit;

AcMesRoot._initDone () ;

11, Toolpos

////<END_0ES_CODE>}}}

GT=T Extension. TokenchangeSetCountdo: 777 Tvarning "Tocal template UnItOMAPRlyParameters.ott
Modulel.Cg.ParCEg. DataManagement] _CSVFIE ] := CgAddonDataManagement.CSV_FILE@ 2 |

= 'D:\OpconData\CgData ;

Modulel.Cg.ParCEg.CsvPat

OpconApplyParReason.CONFIGURATION@ 2|
// exscuted once every time the unit state changes from DISABLED to OPERATIONAL (e.g. for ParCEfg)

///7<085_copE Merg wmacion( ((Codemustibejadded manually because:itiis
////<END_o8S_CODE>}}} notigenerated automatically:

// Positioning[InstIdx]
//Positioning.Unit[PositioningInstIds. Loc121] . ParCfy. ioIdxBasPosSensor :
//Positioning.Unit[PositioningInstIds. Loc121] . ParCfg. ioIdxPartSensor

BinTo.IDX 000K010E1 28;
BinTo.IDX 000K010E1 A8;
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<E{E>
<%.*lu* %> {warning.'<:
<are>

<%foreach. (SearchItem item in. SearchItems)¥>

<ai>

<%.*lut %> . <¥=Gthis.UnitInstance.FullNamet>.AddProbe (<

item. FullNamet>)

<are>
<%.*lut.%>....// Configure <3=@this.UnitInstance.FullNamet>
<%.*lu*.%>.. . <3=Gchis.UnitInstance.FullName$>.ParCfg.DialogName -
<%.if (@this.AddOnHost.RequestDialogVariable. != null) (%>
<%.lu*.%>.. . <¥=Gthis.UnitInstance.FullNamet>.ParCfg.rDialog. -
<are>

chis.Namet>Dialog

“REF=c

Gthis.AddonHost.RequestDialogVariable

-//<¥=@this.UnitInstance.Name>Probes. —> EnumItem. <

<selse(s>
. - Namaza):

<are>

<%if. (-Datamanagement.Value ==.0.) (%>

<% lut %> <3=Gthis.UnitInstance.FullName:>.ParCfg.Datamanagement  := CgAddonDataManagement . DEACTIVATE

<are>

<%if. (-Datamanagement.Value == 1.) (%>
<% lut %> <3=Gthis.UnitInstance.FullNamet>.ParCfg.DataManagement
<%.*lu*.%>.. . <¥=Gthis.UnitInstance.FullNamet>.ParCfg.rDataSet .
<%.*lu*.%>.. . <¥=Gcthis.UnitInstance.FullNamet>.ParCfg.rData-
<%if( LineNo.!= null) (%>

<%.*lu*.%>.. . <¥=Gcthis.UnitInstance.FullNamet>.ParCfg.rLinelNo. -
<are>

<%if( StationNo.!= null) (%>

<%.*lut.%>.. . <¥=Gthis.UnitInstance.FullName$>.ParCfg.rStationNo.
<are>

<%if( StationIdx != null) (%>

<% lut %> <3=Gthis.UnitInstance.FullNames>.ParCfg.rStationldx. -
<are>

<RLf(FuNo.!= null) (%>

<%.*lu*.%>.. . <t=Gthis.UnitInstance.FullName$>.ParCEg.rFuNo.
<are>

<31f( TypeNo. 1= null) (3>

<%.*lu*.%>.. . <¥=Gcthis.UnitInstance.FullNamet>.ParCfg.rTypelo. -
<are>

<1f( TypeVar. !=-null) (s>

<%.*lu*.%>.. . <¥=Gthis.UnitInstance.FullNamet>.ParCfg.rTypeVar.
<are>

<1f( TypeVersion. !=-null) (%>

<%.*lu*.%>.. . <¥=Gthis.UnitInstance.FullName$>.ParCfg.rTypeVersion. -
<are>

PISTSS

CgAddonDataManagement. DATA_SET;
<3=DataSet.FullName. ¥
-<¥=Data.Fulllame . -+>;

ineNo.FullNames>;

tationNo. FullNanes>;

<=Stationldx.FulllNamet>;

Fulo. FullNanes>;

- <¥=Typello.Fulllames>;

-<¥=TypeVar.FullNames>;

- <¥=TypeVersion.FullNames>;

<%CodeMemberstart

this.UnitInstance . Namet>Probes (ENUM) -does not match. to-the. count . of -configured. CgAddonProbes.on. the hosting. handler. (<t=@this.AddOnHost.Names>) '} -

-FulllNames>;

WiherelisiDatamangement:Value ==1272

public. static.void. SearchForTtems (8osch.OpCon.Engineering.ControlSystens.ConfigUnitDrop Unit, - string. GUID, -ref List<Searchltem>.Searchltems, -string Name)

i
- foreach. (Bosch.OpCon.Engineering.ControlSystens.ConfigUnitDrop. item in Unit.Items)

ot

~———if (item.DerivedTypeld.Equals (GUID))

—

.. .if((item.Name.StarcsWith(Name))-||- (Name.Equals (String.Empry)))

—
. .if. (item.IsPartOfSubTree)




